
Working Pressure
Required Oil �ow for Breaker
Frequency
Operating Weight
Overall Length
Working Steel Dia.
Suitable Carrier Machine
Carrier Output Flow Range

MPa
L/min
bpm

kg
mm
mm
ton
lpm

9~12
23~70

600~1500
187

1450
57

1.5~4
30~70

 

11~16
30~65

600~1100
328

1513
70

3~6.5
35~70

 

14~19
75~120

350~900
830

2125
95

8~13
70~140

  

Unit

OKADA OKADA OKADA JCB

Hydraulic 
Breaker 0.1m3

Hydraulic 
Breaker 0.25m3

Hydraulic 
Breaker 0.7m3

Hydraulic 
Breaker 0.3m3

579100 579200 579500 579400

12~16.5

34~76
380~900

300
-

-

75
4.5~800

 

400 650 1300 HM 033T

Manufacturer
Model

SK Code

Commodity Name

 

Side cutting 50mm×2

-
Bucket 0.7

600mm
25mm×2

-
Bucket 0.1

380200

300mm

Manufacturer

Special size buckets for excavators

300mm 600mm

Model

SK Code

Commodity Name

(m3)

TIRE Backhoe 0.45 m3

HITACHI
ZX170W-5A

0.6
925

-
350

1,235
-

8,580
2,550
3,130

18,300
9,100
6,130
5,330
4,810
9,050
8,870
2,940

8.6-3.5

290

574900

-
-

Travel speed/gradeability (km/h [degrees])

Fuel tank capacity (ℓ)

Engine displacement (cc)
Rated output (kw/rpm)

1.

Data from this catalog can be  downloaded at http://siamkanamoto.co.th
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ii. Hydraulic Excavators

ii.


