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Earthmoving Equipment

G i. Excavators

Hydraulic Excavators

===/ PA]

8JA05393

VIO17

VIO30

PC30

ZX33

SK Code

Commodity Name

Manufacturer

Model

Bucket capacity (m3)

Bucket width (mm)

Shoe width (mm)

Minimum ground clearance (mm)

Counterweight clearance (mm)

Tail swing radius (mm)

Length - Transport position (mm)

Width - Transport position (mm)

Height - Transport position (mm)
Operating weight (kg)

Maximum cutting height (mm)

Maximum dumping height (mm)
Maximum digging depth (mm)

Maximum vertical digging depth (mm)
Maximum digging reach (mm)

Maximum digging reach at groung level (mm)
Minimum operating swing radius (mm)
Travel speed/gradeability (km/h [degrees])
Fuel tank capacity ( 2)

Hydraulic breaker mode

With dozer blade

570500
Backhoe 0.06 m?
YANMAR
VIO17
0.05
230
260

3,450
1,280
2,300
1,800
3,690
2,630
2,200
1,850

3,710

Backhoe 0.1 m3
YANMAR
VIO30-6B-PTH-J
0.10
540
320
375
1,080
4,520
1,550
2,460
3,415
4,710
3,010
2,970
2,160
5,020
4,890
2,200
4.5
41

¥ <

KOMATSU
PC30MR
0.09
430(500)
300
320
885
4,630
1,550
2,530
3,105
4,950
3,450
2,910
2,650
5,150
5,060
2,010
2.6 ~4.6[30]
44.0

v

571000

Backhoe 0.1 m?

HITACHI
ZX33U-5A
0.08
450(500)
300
270
540
875
4,530
1,550
2,470
3,510
4,420
3,030
2,790
2,330
4,890
4,750
2,150
28~43
42.0

Backhoe 0.11 m3
YANMAR
VIO-35-6

0.11
590
300
320
425
4,770
1,740
2,470
3,685
5,110
3,210
3,250
2,410
5,390
5,270
2,170
45-2.7
41.0

572000
Backhoe 0.1 m?
KOMATSU
PC40MR
0.14
535(600)
400
320
660
980
5,215
1,960
2,570
4,300
5,570
3,810
3,400
2,870
5,650
5510
2,090
4.6[30]
60.0

v
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Earthmoving Equipment c

i. Excavators

ZX70-5G

SK Code

SH80-6B

572000

YANMAR -

572500

VIO55-6B

Commodity Name Backhoe 0.2 m?® | Backhoe 0.3 m?® | Backhoe 0.3 m?® | Backhoe 0.3 m?3
Manufacturer YANMAR HITACHI YANMAR SUMITOMO
Model VIO55-6B ZX70-5G VIO80-1 SH80-6B
Bucket capacity (m3) 0.16 0.17 0.28 -
Bucket width (mm) 700 550/540 750 -
Shoe width (mm) 400 450 2,270 450
Minimum ground clearance (mm) 345 360 460 360
Counterweight clearance (mm) - 760 = 750
Tail swing radius (mm) - 1,750 1,190 1,750
Length - Transport position (mm) 5,580 6,080 6,460 6,090
Width - Transport position (mm) 1,990 2,260 2,270 2,260
Height - Transport position (mm) 2,540 2,600 2,680 2,750
Operating weight (kg) 5,565 7,200 8,285 7,550
Maximum cutting height (mm) 6,060 7,150 7,230 6,950
Maximum dumping height (mm) 4,050 5,060 4,620 4,890
Maximum digging depth (mm) 3,900 4,170 4,400 4,050
Maximum vertical digging depth (mm) 2,560 3,730 3,940 3,680
Maximum digging reach (mm) 6,290 6,320 = 6,460
Maximum digging reach at groung level (mm) 6,140 6,170 - =
Minimum operating swing radius (mm) 2,370 1,720 = 1,980
Travel speed/gradeability (km/h [degrees]) 3.9~2.0 3.4~5.0 km/h 2.5-4.5 km/h 5.0/3.1 km/h
(35 degree)
Fuel tank capacity (2) 66 135 115 120
Hydraulic breaker mode - v v
With dozer blade v v v v
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i. Excavators

Hydraulic Excavators

PC120-6E8

SK Code

Commodity Name

Manufacturer

Model

Bucket capacity (mq)

Bucket width (mm)

Shoe width (mm)

® Minimum ground clearance (mm)
Counterweight clearance (mm)

© Tail swing radius (mm)

(@ Length - Transport position (mm)

(® Width - Transport position (mm)

(® Height - Transport position (mm)
Operating weight (kg)

@ Maximum cutting height (mm)

® Maximum dumping height (mm)

(D Maximum digging depth (mm)

(@ Maximum vertical digging depth (mm)
(® Maximum digging reach (mm)

(O Maximum digging reach at groung level (mm)
(M Minimum operating swing radius (mm)
Travel speed/gradeability (km/h [degrees])
Engine displacement (cc)

Rated output (kw/rpm)

Fuel tank capacity (£)

Earthmoving Equipment

KATO 512V

Backhoe 0.45 m?
KOMATSU
PC120-6E8

0.5
500
400
855
2,130
7,595
2,490
2,715
12,030
8,610
6,170
5,520
4,940
8,290
8,170
2,330
5.5[35]

230

574500
Backhoe 0.45 m? |Backhoe 0.45 m3
SUMITOMO KATO
SH120-3 HD512V
0.5 0.5
600 500
440 440
920 880
2,050 2,120
7,492 7,650
2,490 2,490
2,720 2,800
12,000 12,400
9,162 8,750
6,760 6,390
5,541 5,600
4,962 4,610
8,272 -
- 2,410
3.0/5.5 3.1/55
0] 275
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Backhoe 0.45 m?3
HITACHI
ZX120-3

0.5
700
440
890
2,130
7,610
2,690
2,740
12,500
8,370
5,960
5,150
4,650

7,770

3.4/5.5

250

577000

Backhoe 0.45 m?
KOMATSU
PC130-8

0.5
500
400
895
2,190
7,590
2,500
2,875
12,700
8,650
6,210
5,520
4,980
8,290
8,170
2,450
2.9/5.5

247




Siam kanamoto co.ltd.

Data from this catalog can be downloaded at http://siamkanamoto.co.th — =
usun agwmululdl o1in

Earthmoving Equipment c

i. Excavators

SK200-10 SH210F-6

SK Code 577000

Commodity Name Backhoe 0.7 m*® | Backhoe 0.7 m* | Backhoe 0.7 m3
Manufacturer KOMATSU SUMITOMO KOBELCO
Bucket capacity (m?3) 0.0 0.8 0.93
Bucket width (mm) - - -
Shoe width (mm) 600 600 600
(® Minimum ground clearance (mm) 440 440 450
Counterweight clearance (mm) 1,085 1,040 1,060
© Tail swing radius (mm) 2,743 2,750 2,910
(@ Length - Transport position (mm) 9,480 9,460 9,600
(® Width - Transport position (mm) 2,710 2,800 2,800
(® Height - Transport position (mm) 3,040 3,200 3,010
Operating weight (kg) 19,900 20,100 20,700
(© Maximum cutting height (mm) 9,500 9,410 9,720
(H) Maximum dumping height (mm) 6,630 6,590 6,910
(O Maximum digging depth (mm) 5,380 6,110 6,700
(@ Maximum vertical digging depth (mm) 4,630 5,500 6,100
(K Maximum digging reach (mm) 8,850 = -
(© Maximum digging reach at groung level (mm) 8,660 9,420 9,700
M Minimum operating swing radius (mm) 3,010 3,600 -
Travel speed/gradeability (km/h [degrees]) 55 - -
Engine displacement (cc) - - -
Rated output (kw/rpm) - - R

Fuel tank capacity (2) 400.0 410 320
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c Earthmoving Equipment

i. Excavators

Hydraulic Excavators

Unit: mm
18,530

5,600
%\ 14m
l P 'l 12m
% \\ 8m
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l i
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° \ (lﬁ/ 6m
= \ 80
:[ 12m
SK Code 57740 14m
Commodity Name Backhoe 0.7 m3 Long 16 18m 16m 14m 12m 10m &m 6m 4m 2m
Manufacturer KOBELCO
Model SK210LC SK2O]T
Type SK210LC-10 (18,180) o
15,820
Long reach attachment 50 ft 60 ft o
Bucket capacity ISO heaped m? 0.45 0.27 7‘ tam
Shoe width mm 600-800 600-800 NS
Operating weight kg 22,800-23,400 24,200-24,900 s | LZLANN N
Ground pressure kpa 47-37 50-39 CERAv; \ o
Swing speed min 13.3 7.0 = pn
f
Travel speed km/h 6.0/3.6 6.0/3.6 B! @l_&
Gradeability % (°) 70 (35) 70 (35) 2
B
Boom length mm 8,750 9,900 . \\ \ { am
Arm length mm 6,350 7,900 g ¢ \ ;
Overall height (A) mm 3,120 3,190 N g A
Overall height (B) mm 12,690 13,860 ;
Min. swing radius (C) mm 4,720 5,170 tam

18m 16m 14m 12m 10m 8m 6m 4m 2m
—50 ft (— 60 ft)
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Earthmoving Equipment c

i. Excavators

Hydraulic Excavators

SK Code 574900

Commodity Name TIRE Backhoe 0.45 m?

Manufacturer HITACHI

Model ZX170W-5A

Bucket capacity (mq) 0.6 gl

Bucket width (mm) 925 10

Shoe width (mm) - °

® Minimum ground clearance (mm) 350 j

Counterweight clearance (mm) 1,235 6

© Tail swing radius (mm) - s

(@ Length - Transport position (mm) 8,580 4 ¢

(®) Width - Transport position (mm) 2,550 R

(® Height - Transport position (mm) 3,130 2 ]

Operating weight (kg) 18,300 ! °

(© Maximum cutting height (mm) 9,100 :) \ \ | Ground Line
(H Maximum dumping height (mm) 6,130 » A /}/
(D Maximum digging depth (mm) 5,330 2B [B]/F =

(@ Maximum vertical digging depth (mm) 4,810 4

() Maximum digging reach (mm) 9,050 5

(O Maximum digging reach at groung level (mm) 8,870 é

(M Minimum operating swing radius (mm) 2,940 ; 25m

Travel speed/gradeability (km/h [degrees]) 8.6-3.5 0

Engine displacement (CC) _ 1312 11 10 9 8 7 6 5 4 3 2 1 0 meter
Rated output (kw/rpm) -

Fuel tank capacity (£) 290



